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bamix® cordless
Basic model
Step 1	              8‘000 rpm
Step 2	            13‘000 rpm 
Weight             1,466 lb 
 

bamix® cordless PLUS
Upgraded model
Step 1	              8‘000 rpm
Step 2	            14‘000 rpm
Booster*       15‘000 rpm 
Weight             1,466 lb 
 

bamix® cordless PRO
Gastro model  
Step 1	              8‘000 rpm
Step 2            14‘000 rpm
Booster*       15‘500 rpm 
Weight             1,543 lb

*Booster: activated by pressing 
both switches simultaneously

bamix® cordless colours
all models are available in
•	 black
•	 white
•	 red

Included in the bamix® cordless package

multi-purpose         whisk                    beater                                  battery charger
blade     

Shaft length		   5,51 in
Capacity up to            1,32 gal 
Immersion depth      5.12 in 
 

 

Shaft length		  5,51 in
Capacity up to           1,32 gal 
Immersion depth      5,12 in 

 
 
 
 
Shaft length		  7,48 in
Capacity up to	 2,64 gal 
Immersion depth      7,08 in



TECHNICAL DATASHEET

bamix® cordless charger

Universal AC input / Full range
Class II (without FG) installations 
Cooling by free air convection 
-22 ~ 158°F wide range of 
operating temperature

Technical data Battery charger Lc22 
Input:
•	 AC Voltage range 220-240V
•	 Frequency range 50-60Hz
•	 Rated capacity 45W
Output:
•	 DC 12V
•	 1.85A
Protection class 2
Protections:
•	 Short circuit
•	 Overload
•	 Over voltage

bamix® cordless hand blender

High-end battery hand blender with
•	 similar performance as wired bamix® 
•	 maintenance free brushless DC motor
•	 3 controlled speed levels
•	 compatible with all bamix® accessories
•	 working time up to 20 min.
•	 LED battery status indicator ON/OFF switch
•	 Easy extractable and replaceable battery

Technical data cordless blender 
DC Voltage 12.3V
•	 DC Current range max. 20A
•	 Protection class 3
•	 electronic & thermal protection at 140°F
•	 Dangerous goods classification UN 3481 

Insulation        Double insulation 
Switch               Safety switch with pulse contact 
Intermittent   max. 5 minutes at a time 
operation        All parts are made from rustfree, 
Materials         odourless and tasteless materials                
                             that are resistant to corrosive  
                             foodstuffs. 

Food contact materials   
We herewith certify that this product and 
its attachments and accessories conform  
to the European Commission Regulation  
No. 10/2011 on food contact materials.  
It complies to all relevant statutory limits. 
 
Disposal 
This product conforms to the European  
Directive 2012/19/EC on waste electrical  
and electronic equipment – WEEE.
This Directive governs the disposal and  
recycling of such equipment within the EU. 
For disposal instructions, please contact  
your dealer or local authorities.

bamix® cordless battery

Lithium Ions battery 
•	 no memory effect
•	 Fast charging within 40 min.
•	 Over voltage

Technical data Li-Ion battery
•	 Voltage 10.8V
•	 Capacity 25.92Wh
•	 Current energy 2500mAh
•	 Dangerous goods classification UN 3480

Test marks  
www.tuev-sued.de/ps-zert 
For indoor use only
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Mechanical and electrical safety
•	 IEC 60335-2-14:2016+AMD1:2019 
•	 IEC 60335-1:2010+AMD1:2013, AMD2:2016
•	 EN 60335-2-14:2006+A1:2008+A11:2012+A12:2016
•	 EN 60335-1:2012+A11:2014+A13:2017+ 

A1:2019+A14:2019+A2:2019+A15:2021
•	 IEC 60335-2-29:2016+AMD1:2019
•	 IEC 60335-1:2010+AMD1:2013+AMD2:2016
•	 EN 60335-2-29:2004+A2:2010+A11:2018 used in  

conjunction with EN 60335-1:2012+A11:2014+ 
A13:2017+A1:2019 + A14:2019+ A2:2019+A15:2021

•	 EN 62233:2008
•	 EN 55014-1:2017/A11:2020
•	 EN 61000-3-2:2014
•	 EN 61000-3-3:2013
•	 EN 55014-2:1997/A1:2001/A2:2008
•	 IEC 62133-2:2017
•	 UN 38.3

Directives and standards
•	 2014/35/EU         LVD
•	 2014/30/EU         EMC
•	 2011/65/EU         RoHS
•	 2009/125/EG       Framework Directive
•	 10/2011/EU         PIM
•	 94/62/EG              Packing
•	 2012/19/EU         WEEE
•	 1935/2004 EG     FMC

 
LFGB Tests fulfilled
•	 CH BedGeg VO	 SR 817.023.21: Swiss Regulation on Food Contact Materials of 16.12.2016, updated 15.10.2022
•	 CH BedGeg VO - A	 SR 817.023.21: Swiss Regulation on Food Contact Materials of 16.12.2016, updated 15.10.2022  

			   Annex 2,9,10: Part A, evaluated substances
•	 Dutch regulation 	 Dutch Commodities Act (Packagings and Consumer Articles) Regulation 

			   [Warenwetregeling verpakkingen en gebruiksartikelen] of 01-07-2021
•	 EC 1907/2006	 EC 1907/2006: Regulation concerning the Registration, Evaluation, Authorisation and  

			   Restriction of Chemicals (REACH)
•	 EU 10/2011		 Commission Regulation (EU) No 10/2011 of 14.01.2011, as amended by No 321/2011 

			   (01.04.2011), No 1282/2011 (28.11.2011), No 1183/2012 (30.11.2012), No 202/2014 
			   (03.03.2014), No 865/2014 (08.08.2014), No 2015/174 (05.02.2015), No 2016/1416 
			   (24.08.2016), No 2017/752 (28.04.2017), No 2018/79 (18.01.2018), No 2018/213 
			   (12.02.2018), No 2018/831 (05.06.2018), No 2019/37 (10.01.2019), No 2019/988 
			   (17.06.2019), No 2019/1338 (08.08.2019) and No 2020/1245 (02.09.2020)

•	 EC 2023/2006	 Commission Regulation (EC) No 2023/2006 of 22.12.2006 on good manufacturing 
			   practice for materials and articles intended to come into contact with food

•	 German Printing 	 21. regulation for the amendment of the German food contact materials regulation of 
Ink Regulation	 December 2, 2021: printing inks and printed food contact materials 
Metals&Alloys	 Council of Europe: Practical Guide for manufacturers and regulators: Metals and Alloys 
			   used in food contact materials and article, 1st edition, 2013
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bamix® cordless blenders 
are made of:
 
 
Casing		  PA 6 
Switch cover	 TPE 
 
 
Tube		  Chrome-plated brass 
		  CuZn38Pb1, ASTM 
		  B456:17 
 
Drive shaft	 Corrosion resistant steel 	
		  1.4305 / X8CrNiS18-9 
 
 
Cutter guard	 Aluminium AISi12Fe 
		  machine polished

bamix® cordless blades 
are made of:
 
Corrosion resistant steel 
1.4016 / AISI 430 

 

bamix® cordless  
chargers are made of:
 
Casing		  PA6 V2 
 

Manufacturer 
ESGE AG (Ltd.)

Hauptstrasse 21
CH- 9517 Mettlen 

Switzerland


